
 
 

WARNING 
TURBO FAN 

Any piece of equipment can be dangerous if not operated properly.  YOU are responsible for the safe operation 
of this equipment.  The operator must carefully read and follow any warnings, safety signs and instructions 
provided with or located on the equipment.  Do not remove, defeat, deface or render inoperable any of the 
safety devices or warnings on this equipment.  If any safety devices or warnings have been removed, defeated, 
defaced or rendered inoperable,  
DO NOT USE THIS EQUIPMENT!!! 

 
APPLICATION:  TurboDryers are designed to deliver a high volume laminar airflow over or under wet 
surfaces for speed drying.  Airflow speeds the rate of evaporation, helps prevent mold growth, and reduces the 
risk of secondary damage.  Circulating air speeds evaporation by removing the “boundary layer” of saturated air 
that hangs near wet surfaces.  The moist air is whisked away and replaced with dryer air.  Place at least one 
TurboDryer in each room or one for every 300 square feet.  Insure that all affected area have good airflow.  
Open doors and operate TurboDryers to maintain good air circulation.  Doors may need to be braced to prevent 
them from closing as a result of air movement. 

    
IMPORTANT SAFETY RULES TO FOLLOW 

1. Keep TurboDryers grounded.  Do not alter the three-pronged grounded plug for any reason. 
     
2. When using TurboDryers outside do not use an extension cord and only use with a GFCI PROTECTED 
RECEPTACLE. 
 
3. Keep away from heaters.  Do not use TurboDryers for circulating hot air by placing the intakes close to a 
heater.  The housing could melt or the motor could overheat and cause a fire. 
 
4. Keep away from combustible gas.  This could cause a danger of fire or explosion. 
 
5.  Never operate the machine without the inlet screen in place.  Always keep it clear! 
 
6.  Avoid gaseous area. Do not operate machine in explosive atmospheres in presence of flammable liquids or 
gases. This motor creates sparks, which could ignite fumes.     
 
7. Don't Abuse Cord - Never carry tool by cord, or yank it to disconnect from receptacle. 
 
If the person receiving this handout will not be the user of the equipment, forward these instructions to the 
operator. If there is any doubt as to the operation or safety of the equipment, 

DO NOT USE!!! CALL A TOOL SHED IMMEDIATELY!!! 
FAILURE TO FOLLOW THESE INSTRUCTIONS COULD RESULT IN INJURY OR DEATH 
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Owner’s Manual – Dri-Eaz Ace TurboDryer 
115-volt Models 

DRI-EAZ PRODUCTS, INC.  
15180 Josh Wilson Road, Burlington, WA USA 98233 

Fax: (360) 757-7950 Phone US: (360) 757-7776  www.dri-eaz.com  

The Ace TurboDryer is a high-performance, multi-positional airmover for the speed-drying of building structures and  
contents. It is designed for maximum airflow with minimal amp draw, as well as versatility, durability and ease of use. 

Read And Save These Instructions 
 

 
Safety Information 

Keep Children Away: Do not allow children to play with or 
around the unit, which could result in injury. Be sure the unit is 
inaccessible to children when not attended. 

Keep Unit Grounded: Always operate the unit with a grounding 
plug and a grounded electrical outlet. A grounding plug is an 
essential safety feature that helps reduce the risk of shock or 
fire. 

Protect Power Cord from Damage: Never operate a unit with a 
damaged power cord, as this may lead to electrical or fire ha-
zards. If the power supply cord is damaged, it must be replaced 
by a cord of the same type and amperage rating. 

Extension Cords: Do not use an extension cord. 

3-Prong Plug: Insert 3-prong plug on power cord only into outlet 
with Ground Fault Circuit Interrupting device. 

When Using Outdoors: When using outdoors, connect only to 
an outlet provided with a Ground Fault Interrupting (GFI) device, 
and do not use an extension cord, to reduce the risk of electrical 
shock. Do not expose to rain. 

Do Not Use Speed Control Device: To reduce the risk of fire or 
electric shock, do not use TurboDryers with a solid-state speed 
control device. 

Handle With Care: Do not drop or throw the unit. Rough treat-
ment can damage the components or wiring and create a ha-
zardous condition. 

Run on Stable Surface: Always operate the unit on a stable, 
level surface, like the floor or a strong counter, so it cannot fall 
and cause injury. 

Use Caution During Stacked Operation: When stacking for 
operation, please use caution to avoid accident or injury from 
falling units. Avoid stacking units for operation in high-traffic 
areas. Keep children and pets away. 

Secure During Transport: When transporting in a vehicle, se-
cure the unit to prevent sliding and possible injury to vehicle oc-
cupants. 

Keep Out of Water: Never operate the unit in pooled or standing 
water, as this may create a risk of injury from electrical shock. Do 
not store or operate outdoors. If electrical wiring or components 
become wet, thoroughly dry them before using the unit.  

Keep Air Intakes Clear: Do not clog or block air intakes, as may 
occur if operated too close to draperies or similar materials. This 
may cause the unit to overheat and result in a fire or electrical 
hazard. 

Keep Out Dust and Dirt: Do not allow dust, dirt, or other par-
ticles to be drawn into the air intakes. Dirt in the motor can cause 
it to overheat, resulting in a fire or electrical hazard. If the motor 
gets dirty, clean it using an air hose. 

Unplug When Servicing: Always unplug the unit before per-
forming service or maintenance procedures. 

Allow Repair Only by Qualified Person: Do not attempt to dis-
assemble or repair the unit if you are not qualified to do so. You 
may handle some maintenance and troubleshooting, but make 
sure that more complex problems are handled by an authorized 
service technician. For information about authorized repair, call 
Dri-Eaz at (360) 757-7776. 

HOW TO USE THE ACE TURBODRYER 
Ace TurboDryers are designed to blow air across wet surfaces 
for speed drying. The high-volume airflow from TurboDryers in-
creases the rate of evaporation, helps prevent mold growth, and 
reduces the risk of additional moisture damage. Air movement 
improves evaporation by removing the boundary layer of satu-
rated air that hovers near wet surfaces. TurboDryers whisk away 
this moist air and replace it with drier air. 

Placing TurboDryers 
When drying in a building, place at least one TurboDryer per 
room. Place as many as needed for maximum airflow across all 
wet areas of the floor.  

Ensure that all wet surfaces receive good airflow. Open interior 
doors to maintain good air circulation. Doors may need to be 
braced to prevent them from blowing shut.  
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Choose an Operating Position 
The Ace is specifically designed to operate in any one of multiple 
positions. Each position utilizes a different angle to direct airflow 
exactly where you need it for effective drying. The arrow on the 
side of the unit indicates direction of airflow. 

 

 

Tilt Forward – Set the Ace on its narrow 
feet (handle on top). Tilt the Ace for-
ward until the unit rests at an angle on 
its lower legs. This position creates 
laminar airflow along the floor in front of 
the unit.  

 

 

 

Tilt Back – Set the Ace on its narrow 
feet (handle on top). Tilt the Ace back 
until the unit rests at an angle on its 
lower legs. This position directs air at 
an angle for drying elevated materials. 

 

 

 

Face Down – Set the Ace on all four 
legs with the switch-side grill facing 
down. This position directs air down at 
the floor for focused drying. 

 

 

 

Face Up – Set the Ace on all four legs 
with the switch-side grill facing up. This 
position directs air straight up for drying 
ceilings. 

 

 

 

Upright – Set the Ace square on its 
wide set of feet (handle on side) to di-
rect air across a room parallel to the 
floor for ventilation . 

 

Stack for Operation – Set one Ace Tur-
boDryer on its wide feet (handle on the 
side) on a stable, level surface. Place a 
second Ace TurboDryer on top so that 
its rubber feet fit into the impressions 
on the bottom unit. Always use caution 
when stacking for operation to avoid 
damage or injury from a falling unit. 

  

 

Stack for Storage – Ace TurboDryers 
interlock for easy stacking, storage and 
transport. Place units grill-to-grill. Ro-
tate units until the legs are not aligned. 

Control the Humidity  
Using TurboDryers to speed the rate of evaporation in a building 
usually causes the humidity to rise immediately. When this oc-
curs, the air movement becomes less effective and the rate of 
drying slows. The increased humidity can also cause secondary 
damage to the structure and its contents. Therefore, it is vital that 
TurboDryers be used with adequate dehumidification. To prevent 
secondary damage and help control mold growth, keep indoor 
humidity below 60% Rh. If possible, maintain indoor humidity 
below 45% Rh. This may require the use of DrizAir dehumidifi-
ers. Even lower humidity (25-40% Rh) will speed the drying of 
dense materials such as lumber, and is possible with Dri-Eaz 
desiccant or low grain refrigerant dehumidifiers. 

To improve drying, close off the area being dried from the rest of 
structure. Regulate the heating or air conditioning system at 68-
80°F (20-27°C). When dehumidifiers are not available, run ex-
haust fans in the attic, kitchen and bathroom to remove some 
humidity. If outdoor air is very dry, open some windows or doors 
at least slightly. Use a thermo-hygrometer such as the Dri-Eaz 
DriHawk T-700 to determine the relative humidity.  

Check if Materials are Dry 
Monitor the moisture condition of wet materials with meters like 
the Dri-Eaz HydroSensor, Moisture Counter, and Moisture Pro. 
To check how completely materials have dried, compare your 
readings to those you take on similar materials that you know to 
be completely dry. 

Cooling & Ventilation 
Over-heated rooms can be cooled with high-volume airflow from 
an Ace TurboDryer. Place the unit on the floor or other flat sur-
face and direct the air from cooler areas or the outdoors. 

OPERATING INSTRUCTIONS 
1. Plug in to a standard outlet with the correct voltage and am-

perage for the unit.  

2. Place the unit in the desired operating position. The arrow on 
the side of the unit indicates direction of airflow. 

3. Set the switch at the desired speed. Setting I is for low speed 
and setting II is for high speed. 

4. Check for proper operation before leaving the unit unat-
tended. Do not move or carry the TurboDryer when it is run-
ning. 
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