
WARNING - WALK BEHIND TRIMMER/MOWER 

Any piece of equipment can be dangerous if not operated properly.  YOU are responsible for the safe operation of this equipment.  The operator must carefully read and 
follow any warnings, safety signs and instructions provided with or located on the equipment.  Do not remove, defeat, deface or render inoperable any of the safety 

devices or warnings on this equipment.  If any safety devices or warnings have been removed, defeated, defaced or rendered inoperable, DO NOT USE THIS 

EQUIPMENT!!!  
   

WARNING! This product contains or produces one or more chemicals known to the State of California to cause cancer, birth defects or other reproductive harm. 

<<<DANGER >>>   <<<DANGER>>>    <<<DANGER>>> 

 With all mowers, mower attachments and other rotary cutting devices, there is a chance of objects being shot out at high speeds. These objects could cause serious 

injury or death to the operator or bystanders. Thoroughly inspect the area where the equipment is to be used. Clear it of objects such as rocks, toys, wire, bones, sticks, 

etcetera. Always wear protective goggles or safety glasses with side shields while mowing to protect your eyes from possible thrown debris. Always wear protective 
clothing. Keep children, animals and others at least 50 feet away at all times. 

 

Use extreme caution whenever operating, moving, loading or unloading this equipment. During and after operation the Muffler and other components are Extremely 
Hot and will cause Serious Burns. 

 
Never operate power equipment of any kind if you are tired or if you are under the influence of alcohol, drugs, medication or any substance that could affect your ability 

or judgment.  Be alert! If you get tired while operating this equipment, take a break. Tiredness may result in loss of control. 

 
Provide adequate ventilation when operating this equipment.  Internal combustion engines consume oxygen and give off deadly carbon monoxide gas. 

 

Do not tape down or otherwise by-pass any safety devices! Always operate this equipment from the designated operators position. 

 

Use extreme caution:  Keep your hands and feet clear of the cutting area at all times. 

 

OPERATING INSTRUCTIONS 

 
This indicates a hazardous situation, which, if not avoided, could result in death or serious injury. 

 
This indicates a hazardous situation, which, if not avoided, could result in minor or moderate injury. 

 
This information is important in the proper use of your machine. Failure to follow this instruction could result in damage to your machine or property. 

 

 
This is a high-powered machine, with moving parts operating with high energy at high speeds. You must operate the machine safely. Unsafe operation can create a 

number of hazards for you, as well as anyone else in the nearby area. Always take the following precautions when using this machine: 

keep in mind that the operator or user is responsible for accidents or hazards occurring to other people, their property, and themselves. 
Avoid wearing loose clothing or jewelry, which can catch on the mower’s moving parts. 

We recommend wearing gloves while mowing. Be sure your gloves fit properly and do not have loose cuffs or drawstrings. 

Wear shoes with non-slip treads when using your TRIMMER/MOWER. If you have safety shoes, we recommend wearing them. Do not use the machine while 
barefoot or wearing sandals with exposed toes or heels. 

Wear long pants while operating the TRIMMER/MOWER. 

Use ear protectors or earplugs rated for at least 20 dba to protect your hearing. 
Keep bystanders at least 50 feet away from your work area at all times. The tips of the cutting cords on the TRIMMER/MOWER can throw sticks, small stones, 

gravel, and bits of debris over long distances at great velocity. Do not travel over loose materials such as gravel or mulch with the trimmer head spinning. Doing so 
could cause personal injury or property damage from thrown objects. Release the bail bar to stop the spinning cords and shut off the engine when another person or pet 

approaches. 

Never tamper with safety devices. Check their proper operation regularly. 
Never operate the machine when under the influence of alcohol, drugs, or medication. 

In an emergency, to quickly stop the cutting cords, remove your hand from the bail bar. 

Never allow people who are unfamiliar with these instructions to use the TRIMMER/MOWER. Allow only responsible individuals who are familiar with these rules 
of safe operation to use your machine. 

Never place your hands, feet, or any part of your body on or under the mower deck in the path of the spinning cords, belt, pulleys, or near the discharge opening 

while the engine is running. Keep area of discharge clear of people, animals, buildings, glass, or anything else that will obstruct clear discharge, cause injury, or 
damage. 

Whenever you leave the operating position to make adjustments, change cords or if you have to remove grass or debris from the underside of the deck, always shut 

off the engine and wait five (5) minutes to allow parts to cool. Remove the key, if so equipped, and disconnect the spark plug wire and keep the wire away from the 
spark plug to prevent accidental starting. 

When operating over uneven terrain and slopes, use extreme caution to ensure solid and firm footing. Keep a firm hold on the handlebar and walk, never run. 

Stop the cutting cords when crossing gravel drives, walks, or roads. 
Never operate your unit on a slippery, wet, or muddy surface. Exercise caution to avoid slipping or falling. 

Always operate the mower from behind the handlebar. Never pass or stand on the discharge side of the machine when the engine is running or cutting cords are 

spinning. 
Never, under any conditions, remove, bend, cut, fit, weld, or otherwise alter standard parts on the TRIMMER/MOWER. 

This includes all shields and guards. Modifications to your machine could cause personal injuries and property damage. 

If the cutting cords strike a foreign object or if your machine should start making an unusual noise or vibration, stop the 
engine and wait five (5) minutes for all moving parts to come to a complete stop and cool. Vibration is generally a warning of trouble. Disconnect the spark plug wire 

and inspect for damage. Clean and repair and/or replace damaged parts. 

While using the TRIMMER/MOWER, do not hurry or take things for granted. When in doubt about the equipment or your surroundings, stop the machine and take 
the time to look things over. Make sure that you have 100% control of the mower at all times. 

Watch for traffic when mowing near roadways. 

Use the machine only in daylight. 
Be cautious when using your TRIMMER/MOWER around fencing, wires, ropes, and hoses. It is possible that these and other debris can become wound around the 

line plates of the machine, potentially damaging the bearings or injuring you. 

 Do not operate the TRIMMER/MOWER on slopes greater than 20 degrees. 
Keep all nuts and bolts tight and keep the equipment in good operating condition. 



 

Safety for Children and Pets 

 
Tragic accidents can occur if the operator is not alert to the presence of children and pets. Children are often attracted to the machine and the mowing activity. Never 

assume that children will remain where you last saw them. Always follow these precautions: 

Keep children and pets out of the working area and under the watchful care of a responsible adult. 
Be alert and turn the machine off if children or pets enter the work area. 

Never allow children to operate the TRIMMER/MOWER. 

Use extra care when approaching blind corners, shrubs, trees, or other objects that may obscure your vision. 
 

Safety with Gasoline  

 
Gasoline is a highly flammable liquid. Gasoline also gives off flammable vapor that can be easily ignited and cause a fire or explosion. Never overlook the hazards of 
gasoline. Always follow these precautions: 

Never run the engine in an enclosed area or without proper ventilation as the exhaust from the engine contains carbon monoxide, which is an odorless, tasteless, and 

deadly poisonous gas. 
Fill the gasoline tank outdoors with the engine off and allow the engine to cool completely. Don't handle gasoline if you or anyone nearby is smoking, or if you're 

near anything that could cause it to ignite or explode. Reinstall the fuel tank Cap and fuel container cap securely. 

If you spill gasoline, do not attempt to start the engine. Move the machine away from the area of the spill and avoid creating any source of ignition until the gas 
vapors have dissipated. Wipe up any spilled fuel to prevent a fire hazard and properly dispose of the waste. 

Never make adjustments or repairs with the engine running. Shut down the engine, wait 5 minutes, disconnect the spark plug wire, keeping it away from the spark 

plug to prevent accidental starting before making adjustments or repairs. 
Keep combustible substances away from the engine when it is hot. 

The muffler and engine become very hot with use and can cause a severe burn; do not touch. Allow the engine to cool before refueling, doing maintenance, or 

making adjustments. 
Keep combustible substances away from the engine when it is hot. 

 

 
The design of your machine is for trimming and mowing grass, weeds, and other growth as specified in this manual. Do not use it for any other purpose as it could 

cause serious injury. 

Contact with internal rotating parts will cause serious personal injury. Never put hands, face, feet, or clothing under the mower deck or discharge opening at any time. 
Before performing any adjustment, maintenance procedure or inspection, stop the engine, wait five (5) minutes to allow parts to cool. Disconnect the spark plug wire, 

keeping it away from the spark plug. 

 

Before Starting the Engine 

1. Check the oil level every time you use the DR TRIMMER/MOWER  

2. Check the gas level  
3. Remove any debris buildup from the underside of the machine. 

Starting 
1. Push the Throttle Control Lever on the right side of the Handlebar (Figure 1 on page 6) all the way forward to the RABBIT (Fast) position. 
2. If your model has an Engine Primer, push the Primer Bulb IN (Figure 1 on page 6) and completely release it, lifting your finger and letting it pop back to its original 

position. Repeat three to four times. 

NOTE: Priming is usually not necessary when restarting a warm engine. In cool weather, you may need to repeat the priming procedure. 
3. Grasp the Recoil Starter Handle (Figure 1 on page 6) and slowly pull until you feel resistance. Let the cord retract a little bit, then pull the cord rapidly to start the 

Engine. One or two pulls usually starts the DR TRIMMER/MOWER. It may be necessary to repeat the priming operation if the machine does not start within two pulls. 

 
NOTE: Do not engage the Bail Bar (Trimmer Head Control) until after the Engine has started. 

 

Stopping the Engine 
1. Move the Throttle Control Lever (Figure 1 on page 6) all the way back past the TURTLE (Slow) position to the STOP position. 

 

Engaging the Trimmer Head 
1. Bring the Bail Bar toward you and grip it together with the Handlebar (Figure 1 on page 6). Keep holding the Bail Bar to the 

Handlebar. The Cutting Cords will rotate and will continue to rotate until you release the Bail Bar. 

Stopping the Cords from Spinning 
1. Release the Bail Bar from the Handlebar. The Trimmer Head will stop spinning while the Engine continues to run. 

 

Using the PTA™_ (Parallel Trimming Action) - SPRINT and PRO models only 

Your DR TRIMMER/MOWER’S PTA feature allows you to move the machine in a straight line while the Trimmer Head is both 

pivoted and tilted to the left for better access to fence lines and other obstacles. PTA allows you to trim in difficult areas without 

having to pull the machine back and forth. 
The following two sections explain how to use the PTA and how to return your Trimmer to Normal operation after using PTA. 

 
When using PTA, you should install the cutting cords in one of the bottom four line plates only. Using the upper line plates may 
cause the cords to hit the wheel. For more information, see the DR Trimmer/Mower Cutting Cords on page 15. 

 

 

 
The trimmer engine's power can easily throw stones, sticks, and other debris at great velocity, which could cause personal injury or property damage. Do not run the 

machine over gravel driveways or over loose stones or mulch with the trimmer head spinning. 

 
Tip: The TRIMMER/MOWER discharges cut material to the right. Always try to cut and trim with the uncut tall grass or weeds on the left. 

Always check your work area before trimming and remove any debris that might tangle or damage the machine. 

If you do run into debris and the Trimmer becomes tangled, turn off the Engine and disconnect the Spark Plug wire before attempting to untangle the machine. 
For the neatest appearance, do your trimming first, discharging clippings away from borders and shrubs, then do your mowing. 



Many owners like to mow easy, open areas with their regular riding or walkbehind mower and finish trimming all the odd and hard-to-reach spots with the 

TRIMMER/MOWER  

 

Heavy Growth 

Take your time in heavy growth. 

Be sure to keep uncut material to your left, maintaining a clear discharge area to your right  

If the machine cannot do it all in one pass, overlap half of the cutting swath. 

If the grass is very thick and heavy, try raising the Trimmer Head off the ground a few inches by pushing down on the Handlebar. Cut the material at this height, and 
then make a second pass with the Mow-Ball Support close to the ground. 

Ease the TRIMMER/MOWER into denser growth. If the material is too tough or woody to cut, the Cutting Cords will wrap around it, wear down, or even break off. 

Sometimes the growth is so heavy, you cannot mow it in rows. Use a forward and back “vacuum cleaner” motion in these cases. 
Tip: Use the “two pass”, one half overlap method, whenever possible. 

It may be helpful to familiarize yourself with the controls and features of your TRIMMER/MOWER as shown in Figure 1 before beginning these procedures. If you 

have any questions at all, please feel free to contact us at www.DRpower.com. 
 

Wet Conditions 

 
Make sure of your footing when operating in wet conditions. 

Because there is no housing to restrict the flow of cut material, you can also use your TRIMMER/MOWER to mow wet or heavy growth. You can use the 

TRIMMER/MOWER in damp conditions, after a rain, or in the early morning dew without clogging or stalling. You can also mow wet areas such as ditches and around 
ponds  

NOTE: NEVER mow in the rain. Water on the Spark Plug may cause the Engine to stall. 

 

Very Dry Conditions 

 
Frequently remove debris from the recoil guard on top of the engine and the cooling fins on the front of the engine to prevent overheating and engine damage. 
When trimming and mowing in very dry conditions, be extra cautious of cut grass, chaff, weeds, seeds, etc., accumulating on the Engine, especially around the Recoil-

Starter Housing and Engine Cooling Fins. Please see the Engine Owner’s Manual for more detailed information on cleaning the Air Intake, Air Filter, and Cooling 

System on the Engine. 
 

Slopes 

 
Make sure of your footing when operating on slopes. 

You can trim and mow on slopes up to 20 degrees. Continuous use on slopes steeper than 20 degrees may deprive the Engine of adequate lubrication, and damage 

components. 
 

If the person receiving this handout will not be the user of the equipment, forward these instructions to the operator. 

IF there is any doubt as to the operation or safety of the equipment,  

DO NOT USE!!!  CALL A TOOL SHED IMMEDIATELY!!! 

FAILURE TO FOLLOW THESE INSTRUCTIONS COULD RESULT IN INJURY OR DEATH 

 

 
 

http://www.drpower.com/


  
 

   


